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FOUDATIONS

POOL HOUSE

FOUNDATION PLAN
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FOUNDATION NOTES

1. ALL LUMBER BE S.Y.P. (SOUTHERN YELLOW PINE), M.C.OF 19%

EXTERIOR LUMBER AND ALL LUMBER IN CONTACT WITH CONCRETE TO

BE PRESSURE TREATED.

2. 4" CONCRETE SLAB REINFORCED W/ 6"X6" - #10-10 WIRE MESH OVER 6mm

VISQUEEN ON CLEAN COMPACTED TERMITE TREATED FILL.

3. CONCRETE FOOTINGS SHALL HAVE A COMPRESSIVE STRENGTH OF NOT

LESS THAN 3,500 PSI @ 28 DAYS. REINFORCED FOOTINGS WITH #5 REBAR

AS INDICATED.

ALL BARS ARE SHALL BE DEFORMED AND SHALL CONFORM TO ASTM

DESIGNATION A-615, GR 60 REBAR, AND BE CLEAN AND FREE FROM RUST

AND SCALE .  SPLICES SHALL OVERLAP 30" MINIMUM.

4. MISSING DOWEL:

PRE-DRILL HOLE TO NMIN. 8" DEPTH, CLEAN HOLE WITH AIR

COMPRESSOR FILL HOLE 1/2 TO 2/3 RDS FULL STARTING FROM BOTTOM

OF THE HOLE TO PREVENT AIR POCKETS, DOWEL MUST BE CLEAN AND

OIL FREE, SLOWLY TURN UNTIL THE DOWEL CONTACTS THE BOTTOM OF

THE HOLE AT FOOTING ALLOW 24 HOUR CURE TIME. USE HEIGHT

STRENGTH EPOXY (H1LT1 HY-150).

5. WHEN CLAY OR OTHER UNSUITABLE SOILS ARE ENCOUNTERED IN

FOOTING EXCAVATIONS, CONTRACTOR SHALL NOTIFY BUILDING

ENGINEER, BUILDING ENGINEER SHALL DETERMINE NEED FOR SOILS

INVESTIGATION AND MODIFICATIONS TO FOUNDATION DESIGN.

6. REFER TO HOMEOWNERS FOR RECESS @ ALL SHOWERS.
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